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STA.94+38 TO STA.81+52

STORAGE AREA FOR EXCAVATED

MATERIAL FROM STA.89+00 TO

STA.81+52.  CONTRACTOR TO

PROVIDE DRAINAGE THROUGH

MATERIAL EVERY 100 FEET.

(APPROX. 330 C.Y.) 

MATERIAL TO BE REUSED.

STA.89+20 TO STA. 81+75 SHOWN.  OTHER AREAS SIMILAR.
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PROTECTED SIDE FLOOD SIDE

1200

P.I. W/L STA.89+09.25

30’ 

END CONCRETE CAP W/L STA.81+74.95

(PROTECTED SIDE ONLY, SEE SECTION BELOW)

BEGIN CONCRETE CAP W/L STA.94+17.86
BEGIN CONCRETE CAP W/L STA.79+87.69

REQ’D SAFETY FENCE WITH EROSION CONTROL

(PROTECTED SIDE ONLY, SEE SECTION BELOW)

L EXIST. & REQ’D FLOODWALL

ACCESS AND STORAGE DETAILS

CONSTRUCTION R/W
EXISTING  SHEET PILE

DEGRADE PROTECTED SIDE OF LEVEE 

TO THE ALLOWABLE STRUCTURAL EXCAVATION 

LIMITS (2’-4’’) , TO ALLOW FOR ACCESS ROAD,

EROSION CONTROL BALES

SAFETY FENCE

ACCESS NOT SHOWN FOR CLARITY

CONSTR. R/W AND SAFETY FENCE

CONSTR. R/W,  SAFETY FENCE, EROSION CONTROL

EXCAVATED MATERIAL NOT SPREAD ON LEVEE 

BACKSLOPE MUST BE HAULED IN ACCORDANCE WITH

C2C OF THE SPECIFICATIONS AND STORED FOR 

REUSE IN ACCORDANCE WITH SPECIAL CLAUSE

 "OFFSITE STORAGE".

MATERIAL EXCAVATED FROM BELOW EL.2.0 IS

TO BE HAULED IN ACCORDANCE WITH C2C-4.9.
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